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ISO 9001:2000
Certificate No.C2008-1589

The new SENSIT®P100 monitor will alert workers 
of dangerous levels of toxic gases or oxygen

• easy field calibration
AVAILABLE SENSORS

Hydrogen Sulfide (H2S)
Hydrogen Cyanide (HCN)
Oxygen (O2)
Carbon Monoxide (CO)
Chlorine (Cl2)
Nitrous Oxide (NO)
Nitrogen Dioxide (NO2)
Sulfur Dioxide (SO2)

 

ATEXATEX

SENSIT Technologies is in conformance with ISO 9001:2000

Actual Size of Instrument
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Represented by

851 Transport Drive • Valparaiso, IN 46383-8432
Phone: (888) 4SENSIT •  (219) 465-2700
Fax: (219) 465-2701 • www.gasleaksensors.com

SENSIT Technologies

SENSIT Technologies is in conformance with ISO 9001:2000

SENSIITT
Technol gieso

HCN

Detection Range     0.25%     0-999        0-100      0-30

Resolution                0.1%      1ppm       1ppm    0.1ppm

SENSIT P100 comes with belt clip
and instruction manual

Detection Range

Resolution             0.1ppm     1ppm     0.1ppm   0.1ppm

Cl2 NO NO2 SO2

0-20 0-250 0-20 0-20

complies with

UL 913
CSA 22.2 NO. 157

LISTING NO: E112902

Class 1, Groups A, B, C & D
Ex ia
Temp code: T4

Form #: BOSP00100-ATEX                                                                  SENSIT TECHNOLOGIES

Ex ia IIC T4
AEx ia IIC T4
IP65
ATEX Cert. No.: TRAC 09 ATEX 11195X
EMC Directive (2004/108/EC)
EN 61000-4-2:1995, EN 61000-4-3:2002, EN 55011:2007

10891

Sensors:        Electrochemical
Construction:

ZERO/CAL

Temp:
Humidity:
Duty Cycle:
Response Time:

Alarms:

Power Source

-4° to 104° F (-20° to 40° C)
15-90% RH (Non-condensing)
Continuous
T90 < 60 seconds

Sound:     90 Db @ 12” (30cm)
Sight:       Display alerts
                270° viewable LEDs
Touch:     Vibration

3.6V lithium battery


